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Fixing Instructions
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M A R K E T I N G D I V I S I O N  

Tel: +44 (0) 1206 713800  Fax: +44 (0) 1206 543126  Web: www.titon.com

1.  Prepare slots and pre-drill fixing holes. Avoid 
glazing rebates and reinforcement.
2.  Fix vent and canopy using screws and attach screw 
covers.  DO NOT OVER TIGHTEN!

Recommended screws:
Vent:  No.7 or No.8 countersunk head or equivalent.
Canopy:  No.6 Pan head or equivalent.

We recommend use of Silicone sealant along the 
canopy sealant groove and when necessary on the 
underside of the ventilator.
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Screw Cover

Canopy cross section

Sealant groove

Canopy

Performance
21700mm  EA** / 

22000mm  Free Area

22700mm  EA** / 
24000mm  Free Area

EA = Equivalent Area
All dimensions in mm unless otherwise stated

Any significant variation of the applications shown will affect the EA performance of the product combination
**  Tested in accordance with BS:EN 13141-1 (2004)
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® Trimvent Select S13 and C13
Clip Fix Version 

Fixing Instructions

1. Prepare slots accurately. Avoid glazing rebates and 
reinforcement.

2. Clip on vent, and canopy, ensure screw covers are 
attached.

We recommend use of Silicone sealant along the 
canopy sealant groove and when necessary on the 
underside of the ventilator.

Canopy cross section
showing 'clip' detail

Sealant groove

EA = Equivalent Area
All dimensions in mm unless otherwise stated

Any significant variation of the applications shown will affect the EA performance of the product combination
**  Tested in accordance with BS:EN 13141-1 (2004)
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